E'LOO

Computerized Bidet-Toilet Seat

Owner’s Manual

BS4210/BS4220
BS4212 /1 BS4222

B Thank you for purchasing E'LOO Computerized Bidet - Toilet Seat.

B Please read carefully before product installation and keep in
the place where you can reach easily.
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Important Safeguards

For safety reasons, please read this entire manual before use.
Obey the following instructions for safety and prevent product being
damaged.

Do not press heavily on bidet lid or body housing.
Do not step or press heavily on bidet lid or body
housing in case product damaged and get injury.

Attention to product specification in Page 2 before use.
Please read product specification before use to ensure
the product is supplied in suitable voltage. Keep the
bathroom in good air circulation.

Do not put inflammable objects on product such as cigarette.

Grounded plug

This product must be grounded.
The product is attached with grounded plug. Do not change
the plug at will otherwise electric shock could be occurred.

Please do not disassemble, or modify the product.
Only an authorized service representative should perform
repairs otherwise it could cause danger.

Please do not spray water directly.
Please avoid spraying water directly on the product or
power cord. This could result in electric shock or fire.

Do not bend nor press bidet hose.
It could influence water supply and unstable flush.

Do not use harsh brushes or abrasive detergents to clean
the product.
Use only mild soap and soft cloth for cleaning.




Configuration

Lid

Body Housing

Family Nozzle
Control Panel

T-Valve
Filter

Lady Nozzle

Heated Seat

Tap Water Valve

Parts List

Bidet Hose Toilet Bowl

Guide Hardware Kits Bidet Hose Wrench
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Specification

Owner’s Manual Quick Installation | Mounting Plate with | T-Valve with| Universal W

RC

/Model No. BS4210 BS4220 BS4212 BS4222 B
Power Supply ﬁg ;88:;‘218¥ gg 5 ggﬂ; (Please check Note!)
Tap Water Pressure 0.5~7.5 kgf/cm?

Max. Power Consumption 1400 W

Seat Temperature Off: Room temperature Low 36°C Med 38°C High 40°C

Seat & Lid Soft Closing

Maximum Spray Volume 0.72 liter/min

Water Temperature Off: Water temperature Low 36°C Med 38°C High 40°C

Dryer Temperature Low / Med / High (available in BS4212/ BS4222)

Electrical Safety Protection 15 mA - GFCI

Power Cord Length 1.2m

Product Dimensions L483mm x W433mm x H153mm | L511mm x W433mm x H153mm
@roduct Net Weight 3.8 kg 3.9kg

Note: AC 100~120V 50 / 60Hz power supply for BS4210-1, BS4220-1, BS4212-1, BS4222-1
AC 220~240V 50 / 60Hz power supply for BS4210-2, BS4220-2, BS4212-2, BS4222-2
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