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Computerized Bidet Shower Seat

OWNER'S MANUAL
BS7212 BS7222

Thank you for purchasing [’ LLOO Computerized Bidet Shower Seat.
Please read carefully before product installation or use.
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Important Safeguards

For safety reasons, please read this entire manual before use and
keep in the place where you can reach easily

Prevent Mild Burn :
For the disable or the people with less sensitivity on heat, please adjust the
temperature of the heated seat to lower level in order to prevent mild burn.

Attention to electric safety specification in P3 before use:
Please read electric safety instruction before use to ensure the product is
supplied in suitable voltage. Keep the bathroom in good air circulation.

Do not put inflammable objects on product such as cigarettes :

Please do notdisassemble, or modify the product :

Please do not disassemble, or modify the product. Only an authorized service.
representative should perform repairs otherwise it could cause danger.

Please do not spray water directly :

Please use cautiously not to spray water directly on the product or power cord.
This could result in electric shock or fire.

Please unplug the power when the product will not be used for a long time.

Do not use harsh brushes or abrasive detergents to clean the product.
Use only mild soap and a soft cloth for cleaning.




E Important Safeguards

Please obey the following instructions for safety and prevent product
being damaged

Do not press heavily on bidet lid or body housing :
Do not step or press heavily on bidet lid or body housing in case product
damaged and get injury.

Do not lean on bidet lid :
Do not lean on bidet lid in case bidet lid cracked and get broken.

Keep out the sunshine directly :
Keep out the sunshine directly or it could cause color variation unstable
temperature of bidet seat or poor reception of remote control.

Do not drop remote control to floor or toilet :
It could cause remote control breakdown.

Do not bend nor press bidet hose :
It could influence water supply and unstable flush.




Specification

~
Items Owner's Manual Quick install guide T-Valve with Bidet Hose
Diagram Qj
ltems Mounting Plate.with Remote Control & Mounting Universal Wrench
Hardware Kits Kits
Diagram EE
\ J
- Specification ~

Model No. BS7212 BS7222
Rated Power AC 220-240V 50Hz
Tap Water Pressure 0.5-7.5 kgf/cm” (7.1~106.7psi)

Daily Rated Power

Consumption 1.5kWh

Seat Temperature Off Room temperature Low 36C Med 38C High 40C
Seat & Lid Soft closing

Maximum spray Volume Lady cleaning 0.72 liter/min Family cleaning 0.72 liter/min
Water Temperature Off Water Temperature Low 36°C Med 38°C High 40°C
Dryer Temperature 3 levels

Electrical Safety 15 mA - GECI

Protection

Power Cord Length 12M

Product Dimensions W383 mm * L483mme H153mm W383 mm + L511mme+ H153mm
. J




Configuration

@ -
Remote Mount

Lid

Back (Family) Nozzle

Front (Lady) Nozzle

TValve Heating Seat

Filter

Toilet Bowl

(f~'i'.. Bidet hose

Water Tap Valve



Operation Buttons

Family Cleansing

BS7212 / BS7222

Remote Control Panel

Lady Cleansing

Family (Lady) Cleansing

Backup for remote ‘

1B
Water Temperature
LCD * y%j
Panel N Z
® 47 @ Seat Temperature
ﬂ“xau
Powersave { SToR = °e°°§’°8° ap % Warm Air Dryer
Stop
Decrease Increase
- J
4 )
[ Display Panel]
power
power save
seat heat
seat sensor
- J
K[Auxiliary Controls] )
Stop
Cleansing




Please read these instructions carefully before installation.
Failure to do so could result in flooding, leaking, or damage to the product.

e Before Installation

Installation

e Turn water valve off completely
and flush to empty the toilet tank

o Remove the existing toilet seat

toilet seat

screw bolt

Water valve
Steps may vary by type of seat. )
Vs Install mounting plate ~N

Check the size of the mounting holes Mounting hole > 15

As the mounting hole is >15mm, just drop - in
the plate into the mounting holes and tighten
with a screw driver.

Plate Drop -in @

Diameter(mm) |

Mounting hole 10mm to 17mm l

Dimension
Mouting hole <15 =15 Note : Adjust mounting plate so length(L) between the front
- of the toilet bowl and the center rear of the mounting
Circle B 0 2 plate is as follows :
Round Toilet: L=465mm

Elongatated Toilet: L=495mm

Mounting hole < 15 I As the mounting hole is <15mm, take off mounting circle B and assemble the
g mounting kit as the step below.

® Warning! Bolts/washers must be assembled as below. Otherwise the plate will
not be fixed.

—— Plate Drop -in
T |

7
___—Mounting Circle A
U

ﬁ g Mounting Circle B
i=H Note : Adjust mounting plate so length(L) between the front

""" nut of the toilet bowl and the center rear of the mounting
@ — plate is as follows :
Round Toilet: L=465mm

Elongatated Toilet: L=495mm )




Installation

Connect T-valve and Hoses

The T-valve is properly installed as the build-in filter keeps

out the impurities from the tap water

Connect T-valve and Hoses

Options of standard |
installations |

» conduct water leakqge

Warnig! - T-vale must be installed
properly with all connections before
continuing. Failure to do so could

water supply line

W
bidet hose

Warning-The connectors are made of plastic,
use wrench gently to tighten all connections

Wrong connections |

water inlet

%

e Attach the computerized bidet

slide the bidet on to the mounting plate. You will

hear a " Clicking " indicating the seat has been
properly attached

e Turn on water and connect power

(1)Turn on the water
i@

valve slowly. Ensure
the connections are not
leaking before continuing

(2)Make sure to keep
hands dry. Insert the
power plug into a
outlet

(3)Sit on the bidet seat and press
the cleaning button. Meanwhile,
remain seated as it will take about 60
seconds to fill up the water tank for the
nozzles to work for the first time.


































